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DESCRIPTION

VARNISH SOLVENT METALIC is a primer for acrylic polyurethane
finishes, specially developed for varnishing floors and coatings with
metallic finishes, indoors and outdoors. It is an aliphatic acrylic varnish,
used mainly for the decorative finishing of trafficable floors (high
resistance and heavy traffic for floors).

COMPOSITION

• Hardener Varnish Solvent: acrylic finish.
• Varnish Solvent: transparent acrylic finish.
• Primer and two-component acrylic polyurethane finish based on

aliphatic isocyanate and polyacrylate resins, which harden by
chemical reaction at room temperature.

• Hardener based on non-yellowing isocyanates with very high
physicochemical performance (polyurethane hardener).

• Mixing ratio: 2.5/1 by weight.

USES

Substrate
For all metallic-effect finishes in the SATINE range.

STORAGE AND PACKAGING

• Store the product away from heat and electrical sources.
• Do not smoke in the storage area.
• To avoid spills, once opened, containers must be closed carefully

and kept upright.
• Maximum shelf life: 12 months.
• Once opened, the hardener absorbs moisture from the air and must

be used as soon as possible, as its viscosity increases and it becomes
unusable.

PROPERTIES

Significant reduction of water absorption in the treated materials and,
as a result:

• Increased resistance to atmospheric agents (SO2 acid rain).
• Resistant to UV radiation.
• Does not age through the effect of rust, as it has no unsaturated

double bonds.
• Limits the growth of fungi and mold (greening).
• Helps to fight efflorescence.
• Minimal sensitivity to freeze-thaw cycles.
• Preserves the initial appearance and gas permeability (“breathing”).

IMPORTANT NOTES AND RECOMMENDATIONS

• Do not apply the product in adverse weather conditions: cold
weather, rain, etc.

• The ambient temperature for application and curing must be
between 6 and 35 °C.

DILUTION

The product can be diluted with VARNISH THINNER over a wide range:
from 10 to 30 %, depending on the substrate, the temperature and the
type of application (spray gun or roller).

NOTES

Regarding its use, follow the instructions on the container label and
observe the ventilation and handling precautions given in the product
Safety Data Sheet (SDS), in accordance with current legislation.
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TECHNICAL CHARACTERISTICS

VARNISH SOLVENT Value

Color Transparent

Density ≤ 1.4

Solids 68 ± 4

Pot life 3 h

Product viscosity 20″ ± 5″ Ford cup 8

Mixture viscosity 42″ ± 5″ Ford cup 4

Gloss 15 ± 5

Application temperature -35 °C

Time between coats 12 h

Dry film thickness 100 ± 20 µm

HARDENER Value

Physical state at 20 °C Liquid

Appearance Not determined

Color Not determined

Odor Not determined

Boiling point at atmospheric
pressure 139 °C

Vapor pressure at 20 °C 711 Pa

Vapor pressure at 50 °C 3782 Pa (4 kPa)

Evaporation rate at 20 °C Not relevant

Density at 20 °C 1029 kg/m3

Relative density at 20 °C 1.029

Dynamic viscosity at 20 °C 3000 cP

Kinematic viscosity at 20 °C 2914.66 cSt

Kinematic viscosity at 40 °C Not relevant

Concentration Not relevant

pH Not relevant

Vapor density at 20 °C Not relevant

n-octanol/water partition
coefficient at 20 °C Not relevant

Water solubility at 20 °C Not relevant

Solubility properties Not relevant

Decomposition temperature Not relevant

Flash point 34 °C

Autoignition temperature 315 °C

Lower flammability limit Not determined

Upper flammability limit Not determined

DIRECTIONS FOR USE

Mix component A (VARNISH SOLVENT METALIC, 2.5 kg) with
component B (HARDENER, 1 kg). Always shake the product before use.

APPLICATION SYSTEMS

General application rules
Continuous air spray gun or airless gun. Dilute the mixture with a
suitable solvent to a viscosity of 28-30″ Ford No. 4, choosing the
thinner according to the purpose of the application:

• Fast-drying thinner.
• Medium-drying thinner.
• Slow-drying thinner (very good spreadability).
For airless application, the output pressure must be 100 to 150 kg/m2.

Brush or roller. Dilute to the optimum application viscosity to obtain
good spreadability and brushability. Coats may be applied wet-on-wet,
or else 12 to 24 hours apart.

Application rules on metallic finishes
Always apply the VARNISH SOLVENT + HARDENER mixture over a prior
coat of PRIMER VARNISH. For the 1st coat, it is recommended to mix
VARNISH SOLVENT METALIC with VARNISH THINNER.

Consumption
• 1st coat: 50 g/m2 max. + hardener (33 %) + thinner (30 %).

Consumption will never be higher.
• 2nd and 3rd coats: 100 g/m2 max. + hardener (33 %) + thinner

(20-25 %).
• If applied by roller, the quantities are the same but with 5 % more

thinner.

PACKAGING SIZES

• Product: 2.5 kg VARNISH SOLVENT METALIC.
• Hardener: 1 kg HARDENER.
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